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Abstract
Micromechanics modeling of the linear viscoelasticity of carbon-black filled
styrene butadiene rubbers (SBR) shows that a simple representation of a
spherical rigid-phase surrounded by rubber gum and embedded in an homo-
geneous equivalent medium provides access to the effective volume fraction
of fillers. This simple representation is successful for a significant range of
filler amount, and for materials in the glassy state. For materials in the
rubbery state, experimental results support the existence of a filler-rubber
interphase with reduced mobility due to confinement. The 4-phase microme-
chanics model, which accounts for a bounded rubber layer coating the fillers,
provides satisfactory estimates of the linear viscoelasticity of filled rubbers
from the rubbery state to the glassy state. It also provides access to the filler-
rubber interphase behavior that appears viscoelastic, and to an estimate of
the interphase thickness.
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1. Introduction
Few studies have attempted to calculate the linear viscoelasticity of carbon-
black filled rubbers by a micromechanical approach and yet such an attempt
could bring to light several aspects of the microstructure for these materials
reinforced by nano-size particles, without adding difficulties encountered in
nonlinear viscoelasticity such as the Payne effect. Moreover, with comparison
to the carbon nanotubes for instance (Seidel and Lagoudas, 2005; Aldraihem,
2011), the spherical-like geometry of the carbon-black nano-particles is a good
candidate to study the role of the filler-matrix interphase by applying a mi-
cromechanical approach since it provides analytical solutions. For instance,
in the case of spherical geometries, the 3-phase model and the 4-phase model,
accounting for spherical layers of materials of different behaviors, are easy to
test. The interest of nano-particles is that they may introduce a size effect
rendering mechanically effective the particle-matrix interphase. Among pre-
vious studies, one may cite the work of Albe´rola and co-workers (Albe´rola
et al., 1997, 2001; Me´le´ et al., 2001), who based their composite microstruc-
ture representation on the cluster-cluster aggregation model (Heinrich and
Klu¨ppel, 2002). In their representation, the material is defined by a sphere of
occluded rubber surrounded by a first layer of rigid filler and a second layer
of unfilled rubber, and the whole layered sphere is embedded in the homoge-
neous equivalent medium (HEM), which is the composite. This modeling was
shown to overestimate the experimental data in the rubbery state (Albe´rola
et al., 1997; Me´le´ et al., 2001), and therefore suggested a misrepresentation
of the material actual microstructure and phase interactions.
Actually, the former model accounts for an occluded phase increasing
the effective volume fraction of rigid phase but does not account for the
possible existence of a filler-rubber interphase with reduced mobility that was
revealed recently by nuclear magnetic resonance spectroscopy in model silica
filled rubbers (Berriot et al., 2002a) and carbon-black filled styrene butadiene
rubbers (Le´opolde`s et al., 2004). According to Berriot et al. (2002b), at the
filler-rubber interface, a layer of rubber bounded to the filler shows reduced
mobility evidencing a behavior from glassy at the filler interface to rubbery
as parting from the interface.
In this paper, testing the linear viscoelasticity of several materials made of
the same rubber gum, characterized unfilled and filled with various amounts
5, 30, 40, 50 and 60 in parts per hundred rubber of the same carbon-black
fillers, and using a micromechanics modeling approach, will provide informa-
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tion on the material microstructure and constitutive phases. The effective
amount of fillers, the role of the filler-rubber interphase on the linear vis-
coelasticity of the composites, the behavior and the thickness of the inter-
phase will be assessed by micromechanics modeling.
2. Experiments
2.1. Material and tests
Materials were manufactured by Michelin. They consist of carbon-black
filled styrene butadiene rubbers (SBR). The rubber is a random copolymer
with 15% mole fraction of styrene, with a molecular mass of 120 g/mol and
a density of 0.94 g/cm3. The fillers are N347 carbon-black fillers, which fine-
ness and structure are characterized by nitrogen adsorption using Brunner
Emmet Teller analysis to 87± 5 m2/g and by dibutyl-phtalate adsorption to
124± 5 ml/100 g respectively. During the process, the fillers and the rubber
are mixed with antioxidant (6PPD) and activators (ZnO) in a thermal cham-
ber, then curing agents (Sulfur and CBS) are added within a two-roll mill.
Six materials, labeled according to the amount of fillers in parts per hun-
dred rubber (phr), were manufactured: M0, M5, M30, M40, M50 and M60.
Material compositions are listed in Table 1. According to the component
densities, the corresponding volume fractions of fillers for these materials are
0, 2.4%, 13.0%, 16.7%, 20.0% and 23.0% respectively. The material glass
transition temperatures were obtained as the inflection temperatures mea-
sured by differential scanning calorimetry (DSC) using a TA instruments
Q10 DSC at a heating rate of 10◦C/min. Each material was then tested in
dynamic mechanical analysis (DMA) using rectangular samples cut to the
dimensions 2.5 × 5.0 × 30 mm3. DMA tests were run in tension on a TA
Instruments Q800 analyzer. Samples were submitted to frequency sweeps at
0.1% strain for frequencies ranging from 0.01 to 10 Hz. The amplitude of
strain was chosen in order to remain in the linear viscoelastic strain range
and to avoid any Payne effect. The temperature was increased stepwise from
−45◦C to −20◦C with 5◦C temperature increments.
2.2. Results
The DSC curves of the SBR samples are shown in Fig. 1. All samples
showed a similar glass transition temperature of approximately −48◦C. The
presence of fillers did not affect the glass transition significantly. The DMA
tests were used to characterize the linear viscoelasticity of each material. By
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Material M0 M5 M30 M40 M50 M60
Gum (SBR) 100 100 100 100 100 100
Carbon black (N347) 0 5 30 40 50 60
Accelerator (CBS) 1.6 1.6 1.6 1.6 1.6 1.6
Antioxidant (6PPD) 1.9 1.9 1.9 1.9 1.9 1.9
Stearic acid 2.0 2.0 2.0 2.0 2.0 2.0
Sulfur 1.6 1.6 1.6 1.6 1.6 1.6
ZnO 2.5 2.5 2.4 2.5 2.5 2.5
Table 1: Material compositions in parts per hundred rubber (phr).
applying the time-temperature superposition principle, it was possible to plot
the storage and loss moduli for a wide range a frequencies that cannot be
obtained experimentally at a fixed temperature. The storage modulus E ′ and
the loss modulus E ′′ master curves built for a reference temperature of 0◦C
are shown in Fig. 2. During the master curve building process, we noticed
that the Williams-Landel-Ferry equation (Williams et al., 1955) applied well
for each material.
In the next section, we use a micromechanics modeling approach in order
to reproduce the linear viscoelasticity of the filled rubbers that are heteroge-
neous materials and are recognized as composites.
3. Modeling
3.1. Micromechanics modeling
By accounting for the microstructure (amount of fillers, geometry, size...)
and for the mechanical behavior of each constitutive phase, micromechanics
modeling intends to predict the mechanical behavior of composite materials
(Nemat-Nasser and Hori, 1999). In the case of filled rubbers, the material
may be described to a first approximation as a rubber matrix reinforced by
rigid spherical fillers. This description may seem somewhat simplistic but
we will see in the following that it is relevant for the prediction of the linear
viscoelasticity of our materials. The major interest of such a representation
is that it provides analytical solutions for a large number of micromechanics
models for elastic composites. Therefore, by merely applying the elastic-
viscoelastic correspondence principle stated by Hashin (1970), these solutions
extend to linear viscoelasticity when replacing the elastic parameters by the
4
−70 −60 −50 −40 −30 −20
100
120
140
160
180
200
220
240
260
280
H
ea
t f
lo
w 
(m
W
/g)
Temperature (°C)
M0
M5
M30
M40
M50
M60
Figure 1: DSC curves for the six SBR materials.
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Figure 2: Uniaxial tension storage modulus (Left) and loss modulus (Right) master curves
for materials M0, M5, M30, M40, M50 and M60 obtained by time-temperature superpo-
sition at a reference temperature of 0◦C.
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Figure 3: 3-phase (a) and 4-phase (b) model representations.
suitable complex viscoelastic parameters. One may consider such models
as the 3-phase model (or generalized self-consistent model, see equations
in Appendix 1) introduced by Christensen and Lo (1979, 1986), for which
the fillers surrounded by rubber gum are embedded in the homogeneous
equivalent medium, which is the composite medium, or as the 4-phase model
accounting for the existence of a filler-rubber interphase (detailed equations
are given in Appendix 2). In the latter model introduced by Maurer (1990)
and generalized by Herve´ and Zaoui (1993), the filler is assumed coated by
an interphase that consists of a rubber layer bounded to the filler. The
filler+interphase sphere is surrounded by rubber which behaves as the bulk
unfilled rubber, and this layered sphere is assumed to be embedded in the
homogeneous equivalent medium. Representations of the 3-phase and the
4-phase models are shown in Fig. 3.
Each micromechanics model provides access to a theoretical estimate of
the complex Young modulus E∗ = E ′ + iE ′′ whose real and imaginary parts
can be compared to the experimental data plotted in Fig. 2. A satisfactory
comparison between the theoretical estimates and the experimental mea-
sures provides solid ground for a realistic account of the microstructure and
of the phase behaviors and interactions. Inputs for these models are the vol-
ume fraction and the behavior of each constitutive phase. The latter may
be characterized by the Young modulus and the bulk modulus for instance,
since the fillers, the rubber gum and the interphase are assumed isotropic.
The complex Young modulus E∗ of the rubber matrix (material M0) is pro-
vided by experimental measures plotted in Fig. 2. In order to use a smooth
representation of the storage modulus and the loss modulus of material M0 in
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τi (s) 1.852×10
−8 8.993×10−8 4.368×10−7 2.121×10−6
Ei (MPa) 320.3 293.7 235.3 86.88
τi (s) 1.030×10
−5 5.004×10−5 2.431×10−4 1.181×10−3
Ei (MPa) 18.79 4.283 2.488 0.8908
τi (s) 5.734×10
−3 2.785×10−2 0.1353 0.6570
Ei (MPa) 0.3943 0.2369 0.8696×10
−2 0.2707×10−3
Table 2: Generalized Maxwell model parameters fitting the linear viscoelasticity of mate-
rial M0 (Fig. 4).
our computations, we applied a generalized Maxwell model with one elastic
branch in parallel with n Maxwell assemblies, which may be written as:


E ′(ω) = Ee + Ei
n∑
i=1
(2ωτi)
2
1 + (2ωτi)2
E ′′(ω) = Ei
n∑
i=1
2ωτi
1 + (2ωτi)2
(1)
and fits material M0 experimental data (Fig. 4) with n = 12. The (τi, Ei)
pairs used to obtain Fig. 4 with Ee = 2.3 MPa are reported in Table 2.
The linear viscoelasticity of the bulk modulus is more difficult to reach
and is not necessarily required. Actually, when passing the glass transi-
tion, the bulk modulus changes by a factor of two approximately while the
Young modulus changes by three orders of magnitude. For example, the
bulk modulus of a SBR gum was measured to vary from 2 GPa to 3.5 GPa
(Wada et al., 1960) when passing the glass transition. Therefore, we as-
sumed the bulk modulus constant and equal to 3.5 GPa and we noted that
the results presented in what follows were not modified if assuming the bulk
modulus constant and equal to 2 GPa. The fillers are assumed as elastic
quasi-incompressible (Poisson’s ratio close to 0.5) with a Young modulus
of 70 GPa. During model computations, we noticed that the exact Young
modulus value of the fillers had little impact on the results as long as they
were assumed significantly stiffer than the gum, which is realistic. When
considering the 4-phase model, the behavior and the volume fraction of the
interphase are unknown and are to be estimated during computations.
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Figure 4: Representation of the storage Young modulus and the loss Young modulus of
the unfilled rubber gum (material M0) with a generalized Maxwell model.
3.2. Effective amount of fillers
Our initial description of the microstructure consists of spherical fillers
surrounded with rubber gum and embedded in the homogeneous medium
without accounting for a possible interphase (Fig. 3a). If such an interphase
exists, it consists of bounded rubber with reduced mobility. Therefore, the
impact of the interphase should not read on the mechanical behavior of the
composites when the gum is in a glassy state, and particles surrounded by
matrix embedded in the homogeneous medium (3-phase model) may depict
the composite microstructures. With this material description, and consid-
ering the glassy state, one may predict the effective amount of fillers in each
material. Actually, in carbon-black filled rubbers, the volume fraction of the
reinforcing rigid phase is significantly underestimated when accounting for
the filler volume fraction only. This is due to the presence of rubber gum
trapped in between fillers. This occluded gum acts as rigid and therefore
enhances the volume fraction of active fillers. Medalia (1972) proposed an
estimate of the effective volume fraction of filler calculated from the adsorp-
tion of dibutyl-phtalate:
fMed = (0.842 + 7.325× 10
−3DBP )f (2)
where f is the actual volume fraction of filler reported in section 2.1 and
DBP denotes the amount of dibutyl-phtalate adsorbed, in ml/100 g. The
coefficients in this equation are based on a phenomenological fit of experimen-
tal data depending on the filler surface and how aggregates form. Therefore,
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it does not necessarily strictly apply to our materials but provides a first
estimate of the effective volume fraction. Table 3 shows a comparison be-
tween the volume fractions of fillers f and the effective volume fractions of
fillers fMed computed from Eq. 2 and from the DBP values measured on our
materials, as reported in 2.1. One may notice that the amount of trapped
gum contributing to the rigid phase is relatively significant. Another way
to assess the amount of effective rigid phase for each material is proposed
here: we apply the 3-phase model (Fig. 3a) with the volume fraction of rigid
phase being unknown when predicting the composite behavior in the glassy
state. A comparison of the model with the experimental data is shown in
Fig. 5. The computed effective volume fractions denoted feff are listed in
Table 3, and one notes that the effective volume fractions provided by the
3-phase model are larger than the values given by Eq. 2. Nonetheless they
remain close except for material M30 for which we noticed a significantly
higher reinforcement. For material M60, it has not been possible to compute
a value of feff that would provide a good comparison between the model
and the experimental data. This could be explained by the large amount of
fillers present in this material, which may favor filler percolation. In such a
case, the simple 3-phase representation fails to capture the microstructure.
It may be observed in Fig. 5 that the 3-phase model is capable to repro-
duce the composite behaviors at high frequencies only. The glassy state and
part of the glass transition frequency range is covered by the model but the
other part and the rubbery state are clearly underestimated. This result is
in contradiction with Raos (2003), who shows that the 3-phase model can
be used to reproduce the rubber elasticity of filled rubbers, but our result is
consistent with the effort made by Albe´rola and co-workers (Albe´rola et al.,
1997, 2001; Me´le´ et al., 2001) to reproduce the linear viscoelasticity from the
rubbery state to the glassy state. This result favors the idea of the existence
of a layer of bounded rubber with reduced mobility at the filler-rubber in-
terphase that reinforces the material when the SBR matrix is in the rubbery
state. The 4-phase model allows us to test this idea.
3.3. Account for a filler-matrix interphase
Berriot et al. (2002b) showed experimental evidences of the existence of
a layer of rubber at the filler-gum interphase with reduced mobility in model
silica-filled elastomers. This means that when the matrix is in the rubbery
state, a filler coating layer of rubber with reduced mobility and enhanced
physical crosslinks (Li et al., 2008) strengthens the material. In the glassy
9
Material M0 M5 M30 M40 M50 M60
f 0 2.4 13.0 16.7 20.0 23.0
fMed 0 4.2 22.8 29.2 35.0 40.3
feff 0 5.0 28.0 31.0 37.0 —
Table 3: Volume fraction and effective volume fraction of fillers in percent.
state, the layer of bounded rubber at the filler-rubber interface behaves like
the rubber matrix. Due to the restricted chain mobility within this layer,
its stiffness in the rubbery state is probably significantly higher than the
rubber matrix stiffness. In order to simply build the interphase viscoelastic
behavior, we propose to define it as:
E∗i (ω) = E
∗
mg + x (E
∗
m(ω)− E
∗
mg) (3)
where ω is the frequency, E∗m(ω) the complex Young modulus of the unfilled
bulk rubber, E∗mg its value in the glassy state and x ∈ [0, 1] is a constant
parameter that characterizes the interphase stiffness. Remind that in the
glassy state, the material behavior is elastic and satisfies to E∗mg = E
′
mg,
since E ′′ = 0 for an elastic behavior. One may note that the interphase
behaves as the rubber matrix when x = 1, and that the interphase behavior
is elastic and coincides with the rubber matrix in the glassy state when
x = 0. The bulk modulus of the interphase is assumed constant and equal
to the rubber matrix bulk modulus, since one does not expect a significant
change in this modulus with a reduced chain mobility (Diani et al., 2008).
In order to run the 4-phase model, two unknowns remain: the interphase
volume fraction fi and its behavior, which is now characterized by the x
parameter. While the interphase volume fraction is expected to increase
with the amount of fillers, it seems reasonable to assume that its behavior
does not depend on the filler amount, which means that the same value of x
stands for the four materials. The model was applied to the four composite
materials M5, M30, M40 and M50 using the effective volume fractions of
fillers feff displayed in Table 3, with x and fi standing as fitting parameters,
but assuming x identical for all materials. A comparison between the model
and the experimental data is shown in Fig. 6. One notes the ability of the 4-
phase model to reproduce the viscoelasticity of the four composites over the
entire frequency range. The interphase viscoelastic behavior providing such
interesting results is independent of feff and was obtained by taking x = 0.95
10
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Figure 5: Estimate of the effective amount of fillers by comparison of the material behavior
and the theoretical behavior provided by the 3-phase model. The experimental data and
the model estimates are ordered from bottom to top according to the amount of fillers
from 0, 5, 30, 40, and 50 phr.
in Eq. 3. Fig. 7 shows a comparison between the viscoelastic behaviors of the
interphase and of the unfilled bulk rubber. At this point, let us note that it is
remarkable to have obtained a value of x providing a good representation of
the viscoelasticity for the four composites simultaneously. It is to be noticed
that such satisfactory results could not be obtained for x ≤ 0.92 or x ≥ 0.98.
The values of the interphase volume fraction fi delivered by the 4-phase
model are listed in Table 4. One may note that the interphase volume fraction
seems to reach a threshold for M40 and M50. The values reported in Table 4
may seem large and the next step for further discussion on the interest of the
4-phase model for predicting the linear viscoelasticity of filled rubbers could
be to compare our results to experimental measures of the volume fraction
of bounded rubber. The values of fi and feff given in Table 4 and Table 3
can be used to assess the interphase thickness as ((fi/feff + 1)
1/3 − 1)D/2.
This leads to an average thickness of 4.6 ± 0.8 nm for fillers of diameter
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Figure 6: Estimate of the storage modulus and loss modulus of the filled SBRs provided
by the 4-phase model which accounts for the existence of an interphase gum layer with
reduced mobility.
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used as inputs in the 4-phase model for predictions presented in Fig. 6.
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Material M0 M5 M30 M40 M50
fi 0 3 11 19 19
Table 4: Volume fraction of interphase in percent.
D = 60 nm, which is realistic in regard of the literature (Berriot et al.,
2002b) but remains to be validated on our systems.
As a consequence, the micromechanical modeling could reproduce accu-
rately the linear viscoelasticity of the SBR gum filled with nano-size carbon-
black fillers up to 50 phr. It supported the existence of a filler-rubber inter-
phase, which is shown to modify significantly the viscoelasticity of the com-
posites in the rubbery state and through the glass transition. The interphase
behavior was assessed by the modeling and was shown to be significantly
stiffer than the unfilled bulk rubber but still dependent on the frequency and
therefore on the temperature due to the time-temperature equivalence shown
by the composites.
4. Conclusion
A series of carbon-black filled styrene butadiene rubbers were manufac-
tured with the same rubber gum mixed with the same carbon-black (N347),
which amount was varied from 5 to 60 phr. The materials were tested in
DMA to characterize their viscoelasticities.
A 3-phase model was used to assess the effective amount of fillers in each
composite. The model is based on a simple representation of the composite
as rigid spherical particles surrounded by rubber gum and embedded in the
homogeneous equivalent medium. It was shown that the effective amount
of reinforcement was significantly larger than the volume of carbon-black
added during the material process. It was also shown that this amount was
of the order of the effective filler amounts provided by Medalia’s equation
that accounts for the presence of occluded rubber in the rigid phase. The
3-phase model also revealed that the 60 phr reinforced material could not be
represented by spherical particles in a matrix, setting a limit to the proposed
micromechanics representation of our carbon-black filled rubbers.
While the 3-phase model provided satisfying results when the rubber is
in glassy state, it was found to largely underestimate the stiffness of the
filled rubbers in the rubbery state, favoring the existence of a rubber layer
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with reduced mobility at the filler-rubber interface. Therefore, a 4-phase
model accounting for the presence of such a rubber-filler interphase was used
and proved to accurately reproduce the experimental data. This provided
estimates for the interphase behavior and its volume fraction according to
the amount of fillers that remains to be compared to experimental measures.
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Appendix 1: the 3-phase model
The 3-phase model (Christensen and Lo, 1979, 1986) involves the equa-
tions given below when applied to isotropic elastic constituents defined by
the following volume fractions, bulk moduli, shear moduli, and Poisson’s ra-
tios: fg, Kg, Gg, and νg for the gum phase, fp, Kp, Gp, and νp for the filler
(particles) phase, with fg + fp = 1. The bulk modulus K of the composite is
K = Kg +
fp
1
Kp−Kg
+ 3fg
3Kg+4Gg
.
The shear modulus G of the composite is the positive root of
AG2 −BGg G+ C G
2
g = 0
where
A = 8(5νg − 4)ge1 f
10/3
p +D + 50(8ν
2
g − 12νg + 7)ge2 fp + 4(10νg − 7)e2 e3 ,
B = 4(5νg − 1)ge1 f
10/3
p + 2D − 150(νg − 3)νgg e2 fp + 3(15νg − 7)e2 e3 ,
C = −4(5νg − 7)ge1 f
10/3
p +D − 25(ν
2
g − 7)ge2 fp + (5νg + 7)e2 e3
with
g = Gp/Gg − 1 , D = 2 [63ge2 + 2e1 e3] f
7/3
p − 252ge2 f
5/3
p ,
e1 = (49 + 35νp − 70νg − 50νp νg)g + 105(νp − νg) ,
e2 = (7 + 5νp)g + 35(1− νp) , e3 = 2(4− 5νg)g + 15(1− νg) .
16
Appendix 2: the 4-phase model
The 4-phase model (Maurer, 1990) involves the following equations when
applied to isotropic elastic constituents defined like in Appendix 1 plus fi,
Ki, Gi, and νi for the interphase, with fg + fp + fi = 1. The 3-phase model
is recovered when fi = 0, among other special cases. The bulk modulus K
of the composite is
K = Kg +
fp + fi
1
Ke−Kg
+ 3fg
3Kg+4Gg
where
Ke = Ki +
fp
fp+fi
Kp−Ki
+ 3fi
3Ki+4Gi
.
The shear modulus G of the composite is the positive root of
40 det[X]G2 + (2 det[Y ] + 8 det[Z])Gg G− 5 det[T ]G
2
g = 0
where the determinants of four 10 × 10 matrices [X], [Y ], [Z], and [T ] are
involved. The only non-zero elements of [X] are
X(1, 1) = X(2, 1) = Gp/Gi , X(1, 2) = −f2 Gp/(2Gi) ,
X(1, 3) = X(2, 3) = X(5, 7) = X(6, 7) = −1 , X(1, 4) = 4/f5 ,
X(1, 5) = f2/2 , X(1, 6) = −ai/fp , X(2, 2) = bp f2 Gp/Gi ,
X(2, 4) = −8/(3f5) , X(2, 5) = −bi f2 , X(2, 6) = −ci/fp ,
X(3, 1) = −X(3, 3) = f1 , X(3, 2) = −X(3, 5) = fp , X(3, 4) = −1/f4 ,
X(3, 6) = −1/f2 , X(4, 1) = −X(4, 3) = f1/2 , X(4, 2) = dp fp ,
X(4, 4) = 1/(3f4) , X(4, 5) = −di fp , X(4, 6) = −ei/f2 ,
X(5, 3) = X(6, 3) = Gi/Gg , X(5, 4) = −4Gi/(f
′
5 Gg) ,
X(5, 5) = −f ′2 Gi/(2Gg) , X(5, 6) = ai Gi/(f
′Gg) , X(5, 8) = 4/f
′
5 ,
X(5, 9) = f ′2/2 , X(5, 10) = −ag/f
′ , X(6, 4) = 8Gi/(3f
′
5 Gg) ,
X(6, 5) = bi f
′
2 Gi/Gg , X(6, 6) = ci Gi/(f
′Gg) , X(6, 8) = −8/(3f
′
5) ,
X(6, 9) = −bg f
′
2 , X(6, 10) = −cg/f
′ , X(7, 3) = −X(7, 7) = f ′1 ,
X(7, 4) = −X(7, 8) = 1/f ′4 , X(7, 5) = −X(7, 9) = f
′ ,
X(7, 6) = −X(7, 10) = 1/f ′2 , X(8, 3) = −X(8, 7) = f
′
1/2 ,
X(8, 4) = −X(8, 8) = −1/(3f ′4) , X(8, 5) = di f
′ , X(8, 6) = ei/f
′
2 ,
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X(8, 9) = −dg f
′ , X(8, 10) = −eg/f
′
2 , X(9, 7) = 5/2 ,
X(9, 9) = 1 + 3dg , X(9, 10) = 1 + 3eg , X(10, 7) = 1/2 ,
X(10, 8) = −1/3 , X(10, 9) = dg , X(10, 10) = eg
where
f1 = f
1/3
p , f2 = f
2/3
p , f4 = f
4/3
p , f5 = f
5/3
p ,
f ′1 = (f
′)1/3, f ′2 = (f
′)2/3, f ′4 = (f
′)4/3, f ′5 = (f
′)5/3
with f ′ = fp + fi and
ag = −2(5− νg)/(5− 4νg), ai = −2(5− νi)/(5− 4νi),
bg = (7 + 2νg)/(6νg), bp = (7 + 2νp)/(6νp),
bi = (7 + 2νi)/(6νi), cg = 2(1 + νg)/(5− 4νg),
ci = 2(1 + νi)/(5− 4νi), dg = (7− 4νg)/(12νg),
dp = (7− 4νp)/(12νp), di = (7− 4νi)/(12νi),
eg = (1− 2νg)/(5− 4νg), ei = (1− 2νi)/(5− 4νi) .
The only elements of [Y ] that differ from [X] are
Y (9, 7) = Y (10, 8) = 0 , Y (9, 8) = −20/3 ,
Y (9, 9) = −1/2− bg , Y (9, 10) = ag − cg , Y (10, 7) = 5/2 ,
Y (10, 9) = 1 + 3dg , Y (10, 10) = 1 + 3eg
whereas the only elements of [Z] that differ from [Y ] are
Z(9, 7) = 5/2 , Z(9, 8) = 0 , Z(9, 9) = −1/2 + 3bg/2 ,
Z(9, 10) = ag + 3cg/2 , Z(10, 7) = 0 , Z(10, 8) = 5/3 ,
Z(10, 9) = 1− 2dg , Z(10, 10) = 1− 2eg
and the only elements of [T ] that differ from [Z] are
T (10, 7) = 1 , T (10, 8) = 8/3 , T (10, 9) = bg , T (10, 10) = cg .
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